Packing List

  The RF Base package includes the following:

  1. RF Base

  2. AC Adaptor

  3. RS-232 cable
  4. Mounting Bracket

Specifications

  Power supply: 12V DC
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  Operating temperature: -20 ~ 60 C
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  Storage temperature: -30~ 70 C 

  RF transceiver: 433 MHz / 2.4 GHz

Names of parts and their functions (Fig. 1)
A. The antenna

B. LED indicators

Power:

flash if the power is on

RF Term:
flash if communicating with RF terminal

Host:

flash if communicating with host PC (RS-232)

Network:
flash if communicating with slave Bases (RS-485)

C. RS-485 port (DB9 connector) for communicating with slave Bases

D. RS-232 port (DB15 connector) for communicating with the host

E. Reset button - for entering setup mode only

F. Power input connector (12V DC)

Initial Configuration

1. Connect the Base to the host PC with the attached RS-232 cable (no power supply yet).

2. Run the windows standard HyperTerminal program on the PC

3. Open the COM port that you have connected the base to with 9600 8-N-1.

4. Hold down the reset button and connect the adapter's DC jack to the Base.

5. Release the reset button after 5 seconds. The Base will be in setup mode and the following messages will be shown on HyperTerminal's window:

**************************************

*  Syntech Information Co., Ltd  *

*              Base Station               *

**************************************

433M,  V1.11   Dec 13, 2002

1) Configuration
2) Reset to Default

3) Download Program

[ESC] to exit
To configure the RF Base, please type in 1 and follow the dialog messages to complete the procedure.

Normal Installation

1. Insert the AC adapter into the outlet and connect its DC jack to the Base.
2. Connect the Base (master or standalone) to the host with the attached RS-232 cable.

3. If more than one Base is needed, connect the slave Bases to the master Base with RS-485 cables.

Cautions
1. Do NOT install the RF Base close to metallic surfaces or devices.

2. Do NOT install or store the RF Base in a humid or dusty place.
Syntech Information Co., Ltd. -  8F, No.210 Ta-Tung Road, Sec3, Hsi-Chih, Taipei Hsien, Taiwan
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